
Certificate of Conformity

CERT
IFIED

Test indicated as traceable only are outside 
of the Laboratory's scope of accreditation.
Accreditation number: 1273

This is to certify that 
representative samples:

Standard(s):

Additional Information:

Issue Date:

Report Reference: 

Issued to: 

Certificate No.: 

 Whose Address is:

This certificate of conformity refers to the above mentioned
product(s). This is to certify that the specimen is in conformity
with the above mentioned standard(s). This certificate does not
imply assessment of the production of the product.

For and on behalf of EnTEST Laboratories


	CERT #: COCE2018041801
	REF #: E2018041801
	ISSUED TO:: Enphase Energy
	ADDRESS: 1420 North McDowell Boulevard, Petaluma, CA 94954, USA
	Samples: IQ7PLUS-72-X-Y-ZIQ7-60-X-Y-Z X = 2, 5 or B, Y = blank or ACM, Z = blank (or any letter for country of intended installation)
	Standards: EN 61000-6-3:2007 + A1: 2011- Electromagnetic compatibility (EMC) - Part 6-3: Generic Standards - Emission standard for residential, commercial and light-industrial environments, EN 61000-6-2: 2005 + AC: 2005- Electromagnetic compatibility (EMC) - Part 6-2: Generic BS EN 50065-1: 2011- Signalling on low-voltage electrical installations in the frequency range 3 kHz to 148,5 kHz. General requirements, frequency bands and electromagnetic disturbances, BS EN 50065-2-2: 2003- Signalling on low-voltage electrical installations in the frequency range 3 kHz to 148,5 kHz. Immunity requirements for mains communications equipment and systems operating in the range of frequencies 95 kHz to 148,5 kHz and intended for use in industrial environments,EN 61000-3-2: 2006 + A1:2009 + A2:2009- Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current emissions (equipment input current ≤ 16 A per phase), EN 61000-3-3:2013- Electromagnetic compatibility (EMC) — Part 3-3: Limits - Limitation of voltage changes, voltage fluctuations and flicker in public low voltage supply systems, for equipment with rated current ≤ 16 A per phase and not subject to conditional connection 
	Issue Date: 


