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Corporate headquarters contact information

Enphase Energy Inc.

47281 Bayside Pkwy.,
Fremont, CA 94538,
United States, PH: +1 (707) 763-4784

https://enphase.com/contact/support

CE &

Other information

Product information is subject to change without notice. All trademarks are recognized as the property of
their respective owners.

User documentation is updated frequently; check the Enphase website for the latest information.
https://enphase.com/en-au/installers/resources/documentation.

To ensure optimal reliability and to meet warranty requirements, the Enphase microinverter must be installed
according to the instructions in this manual. For warranty text refer to
enphase.com/installers/resources/warranty.

For Enphase patent information refer to https:/enphase.com/patents.

Any third-party manufacturer or importer of the product(s) used to install or commission Enphase product(s)
shall comply with the applicable EU Directive(s) and requirements in the EEA (European Economic Area). It is
the responsibility of the installer to confirm that all such products are labelled correctly and have the
required compliant supporting documentation.

Manufacturer

Enphase Energy Inc. Importer

47281 Bayside Pkwy., Enphase Energy Aust. Pty/Ltd.,
Fremont, CA, 94538 88 Market St., South Melbourne
The United States of America VIC 3205. PH: +613 86691679

PH: +1(707) 763-4784

Compliance with EU Directives

This product complies with the following EU Directives and can be used in the European Union without any
restrictions.

Electro Magnetic Compatibility (EMC) directive 2014/30/EU

Low Voltage Directive (LVD) 2014/35/EU

Restriction of Hazardous Substances (RoHS) 2011/65/EU

The full text of the EU Declaration of Conformity (DoC) is available at the following internet address
https://enphase.com/en-au/installers/resources/documentation

© 2023 Enphase Energy. All rights reserved. Enphase, the e and CC logos, IQ, and certain other marks listed
at https://enphase.com/trademark-usage-guidelines are trademarks of Enphase Energy, Inc. in the US and
other countries. Data subject to change.

Audience
This manual is intended for use by professional installation and maintenance personnel.
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Important safety information

Read this first

This manual contains important instructions for use during the installation and maintenance of the |Q8
Series Microinverters

IMPORTANT: Enphase Q8 Series Microinverters listed in this manual require the 1Q Cable. An IQ
Gateway is required to monitor the performance and, where required, provides control of the 1Q8
Series Microinverters.

Product labels

The following symbols appear on the product label and are described here:

WARNING: Hot surface

m DANGER: Refer to safety instructions
DANGER: Risk of electric shock
Refer to manual

Double insulated

Safety and advisory symbols

To reduce the risk of electric shock, and to ensure the safe installation and operation of the Q8 Series
Microinverters System, the following safety symbols appear throughout this document to indicate
dangerous conditions and important safety instructions.

DANGER: This indicates a hazardous situation, which if not avoided, will result in death or
f 5 serious injury.

WARNING: This indicates a situation where failure to follow instructions may be a safety
/ l"_" hazard or cause equipment malfunction. Use extreme caution and follow
- instructions carefully.

WARNING: This indicates a situation where failure to follow instructions may result in burn
injury.

NOTE: This indicates information that is very important for optimal system operation.
Follow instructions closely.

1Q8 Series Microinverters safety instruction

General safety

i\ DANGER: Risk  Only use electrical system components approved for wet locations.

of electric Only competent personnel should install, troubleshoot, or replace Enphase

ShOCk' . microinverters or IQ Cable and accessories.

Risk of fire. Ensure that all AC and DC wiring is correct and that none of the AC or DC
cables are pinched, shorted, or damaged. Ensure that all AC junction boxes
are properly closed.
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Do not exceed the maximum number of microinverters in an AC branch circuit
as listed in the manual. You must protect each microinverter AC branch circuit
with a breaker or fuse of 20 A or 25 A for single-phase and multi-phase
systems. Note that single-phase |Q Relay is rated for 20 A, whereas multi-
phase IQ Relay is rated for 25 A.

DANGER: Risk
4 5 } of electric

shock.

Do not use Enphase equipment in a manner not specified by the manufacturer.
Doing so may cause death or injury to persons or damage to equipment.

Be aware that installation of this equipment includes the risk of electric shock.

The DC conductors of this photovoltaic system are ungrounded and may be
energized.

For shutting down the system, always de-energize the AC branch circuit
breaker. Never disconnect the DC or AC connectors under load.

j WARNINGS:

Before installing or using the Enphase microinverter, read all instructions and
cautionary markings in the technical description of the Enphase equipment
and the photovoltaic (PV) equipment.

Do not connect Enphase microinverters to the grid or energize the AC
circuit(s) until you have completed all the installation procedures and have
received approval from the electrical network operator.

When the PV array is exposed to light, DC voltage is supplied to the power
conversion equipment (PCE).

Risk of equipment damage. Enphase male and female connectors must only be
mated with the identical type and brand of male/female connector.

NOTES:

(<5

To ensure optimal reliability and to meet warranty requirements, install the
Enphase equipment according to the instructions in this manual.

The AC and DC connectors on the cabling are rated as a disconnect only
when used with an Enphase microinverter.

Protection against lightning and resulting voltage surge must be in
accordance with local electrical codes and standards.

Perform all electrical installations in accordance with all applicable local
electrical codes and standards.

Microinverter safety

WARNING: Risk
of skin burn.

The chassis of the Enphase microinverter is the heat sink. Under normal
operating conditions, the temperature could be 20°C above ambient
temperature, but under extreme conditions, the microinverter can reach a
temperature of 90°C. To reduce the risk of burns, use caution when working
with microinverters.

DANGER: Risk of
fire.

The DC conductors of the PV module must be labelled “PV Wire” or “PV Cable”
when paired with the Enphase microinverter.

DANGER: Risk of
electric shock.

Only competent personnel may connect the Enphase microinverter to the
electricity grid.

Risk of fire. Do not attempt to repair the Enphase microinverter; it contains no user-
serviceable parts. Enphase microinverters do not require any regular
maintenance. If it fails, contact Enphase customer support to obtain a return
merchandise authorization (RMA) number and start the replacement process.
Tampering with or opening the Enphase microinverter will void the warranty.

WARNING: Risk
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