Legend:

Twisted pair CT
Conductors

@ Generator/

Genset

PV Module Enphase 1Q
Microinverter
Grounding @ Watt hour
1 Electrode Utility Meter

Contactor/

Battery _I I_
Relay

T Module

—> Field Matable
connector

% Set of N ungrounded conductors.
1 Isimplied if not labeled

¥ Equipment Ground Conductor

¥ Grounded Conductor (neutral)

PV (M215 or M250)

Envoy S Metered
(installed in enclosure)

iy iy Enpower 200G
- - Vs ~
IV Y Main
.
AC PV combiner . =\ ~1~ O

AC combiner [ aytotransformer

?-% %-% s

?

?

R
(=
L
?

J

e \
%%%%ﬁ% )
I

Encharge Generator

) )

?

L
?

=

To utility grid
a A @ 120/240V single
phase service only

| |
1))1.

)

| |
. # T. #T .
SEREER

I
)

J

Encharge 10

Encharge 10

Backup loads

DWG #:

Whole home backup 1.0

ENPHASE

DWG SERIES: DWG TYPE:
M Series Ensemble SINGLE LINE REVS: SCALE: DRAWN BY: SHEET:
(CONCEPTUAL) N/A ABR 1of1




	0be66e07-4a4d-43d0-9299-9af9a2fe8890.vsdx
	Page-1


